Custos Aeris Product Highlights

C l-i m ate an d D ew Po-i nt G ua rd ] Sensor System for Contactless Climate Monitoring

of Stained Glass and Mural Art

[ ] Automatic Dew Point Monitoring
] Direct Visualisation of all Measurement Data in your Web Browser
u Contactless Measurement of Glass Surface Temperatures

u Protective Glazing, Stained Glass (Air Gap) and Stained Glass (Interior)
[ ] Contactless Measurement of Wall Surface Temperature
] Emissivity freely adjustable

u Measurement of Relative Air Humidity and Temperature
in Air Gap and Interior

u Measurement Range: -20 °Cto 85 °C, Tolerance < 0,5 %

] Measurement Data Acquisition every 15 Minutes

] Daily Transfer of Measurement Data to secured Web Server
u Download of all Measurement Data in csv Format possible
[ | Internal Battery Power for more than 1 Year

u Easy Installation

] Ready to runin all European Countries
Sensor SyStem ] Mobile network is needed
for Contactless Climate Monitoring B Working conditions:
of Stained Glass and Mural Art M Temperature range of the main module: -20°C to 60°C (battery)

u Humidity: <90%. Short terms over 90% possible. Continuous use in high
humidity may affect the battery life
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Easy Installation

Just putit up, switch it on...

B §

... and see all Measurement Data in your Web Browser!
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Custos Aeris — Der Klimawichter Zugang zum Kundenbereich:
H 1 LOGIN
Login with Username and Password
;
mit Schutzverglasungen versehen. - e Benutzername * wiesenkirche
Custos Aeris - Der erfasst in dem von Schutz- und sowie Passwort >

im Kircheninnenraum klimarelevante Daten, die zur Kontrolle der Funktionstiichtigkeit der
Schutzverglasung erforderlich sind. Anmeldung merken?
Die Messdaten werden Uber ein gesamtes und an eine
passwortgeschiitzte Internetplattform Gbertragen.

samtliche Daten werden automatisch aufbereitet und in Form von Gbersichtlichen Diagrammen an jedem
Ort der Welt per Internetbrowser zur Verfugung gestellt.

Aufgrund seiner berahrungsfreien Messungen ist das auch gend fir
und historische Kulturgater geeignet.

Scope of Delivery and Services

n 1 Custos Aeris Main Module
Dimensions: Hx W x D: 12 ¢cm x 19,5 cm x 3 cm - Weight: 260 g

] 1 Custos Aeris Air Gap Module
Dimensions: Hx W x D: 12 cm x 4,5 cm x 2 cm - Weight: 60 g

m  Setup ofindividual Access to the Measurement Data Web Portal
| 12 Months Measurement Data Storage on secured Web Server

] 12 Months Access to Individual Measurement Data Web Portal

m 12 Months Mobile Communication Fees in all European Countries
m 12 Months Support via Telephone and E-Mail

] Package Price for above mentioned Positions: 3.000 € plus VAT

m  Optional Extension for additional 12 Months: 500 € plus VAT
Multiple Extension Periods possible

Contact and Ordering Address

iXtronics GmbH
Im Dorener Feld 3
33100 Paderborn
Germany

E-Mail: ca@ixtronics.com

www.custos-aeris.com
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Custos Aeris Main Module (Front View)

Mobile
Communciation
Module

(Europe-wide)

State-LED
3 colours

High Power Battery
(internal)

Climate Sensors
Temperature + Humidity

Cable Connection
to Air Gap Module

On-Off-Switch

Custos Aeris Air Gap Module (Front View)

Contactless Temperature
Sensor for Protective
Glazing Surface

Solar Cell

Protective Glazing

Aerodynamic Shape

Air Gap Climate Sensors
Temperature + Humidity

Stained Glass Air Gap

Custos Aeris Main Module (Back View)

Contactless Temperature Sensor
for Stained Glass and Mural Art

Stained Glass Interior

Mounting Clips

Custos Aeris Air Gap Module (Back View)

Protective Glazing Stained Glass Air Gap

Contactless Temperature
Sensor for Stained Glass
Surface

Cable Guiding

Mounting Clips

Cable Connection
to Main Module




Custos Aeris Measurement Data Web Portal
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Dew Point Monitoring [°C]
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Custos Aeris Measurement Data Web Portal
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— Temperature interior — Temperature air gap
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Temperature of Glass Surfaces [°C]

— Stained glass interior — Stained glass air gap — Protective glazing air gap
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— Humidity interior — Humidity air gap
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